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TECHNICAL FEATURES

POWER SUPPLY. ....cccoiiiccn Filtered, lubricated air
CONSUMPTION. ..o LY feut at 7 bar

MAXTMUM @ CUT..nn, 128 (Steel up to 700 Kg.//mrr)
High fensie Wird.........o00 80 (Stesl up to 180 Kg./mm)
Prestressing strond mox. 12.58 1/27 (7xda) (maox, 180 Kg. /]
SRPEED.. oo riee e O Gt/ miinute

MAXIMUM PRESSURE........ocovvveeernn 8.5 Bovw

MiNIMUM PRESSURE......

WEIGHT. J-ciiias i mseiqidvininbiisastassas
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TECHNICAL FEATURES

POWER SUPPLY.......cccoceeviincenieenn. Filtered Jubricoted air
CONSUMPTION. ... cceerreensrevenineeenid® LEAEut ot 7 bor <
MAXIMUM @ CUT..oocne, S 12¢ (Steal up to 70 Kg./mef) ol
High tensile wirg............ w88 (Steel up to 180 Kg./mimi)

Prestressing strond max, 12,58 1/27 (7xd@) (max 180 Kg, /mm)

SPEED.. ..o o seecerrrr e e 8 CUS S rinLte
MAXIMUM PRESSURE..... 8.5 bar
MINIMUM PRESSURE........oveeriianeees & bar

WEIGHT o oeevs e coeessomenssamensenenens 12 KL

MAX., B@

S

REF. 1280TM
For higt tensile wire
Up to 180 kg /mmt

12L

945

260 —=

MAX. 7x4@
Lo

REF. 1280Ts
For presiressins sirand
Up to 180 Kg /mnt

REF., 1260TM
Far rebar and mesh
Up te 70 Kg./mn?




